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NOTATION

angular deviation normal to grating rulings

E fractional pitch difference

f radial strain

angle to rulings of first grating

angle between moire fringe and first grating rulings

K. wavelength of light

0 angle between rulings of two gratings or angular co-ordinate

a hole radius or crack length

p beam order from first grating

q beam order from second grating

r order of beam group from two gratings or radial co-ordinate

s fringe spacing in direction k

so, fringe spacing in direction normal to fringes

UP radial displacement

u,, radial displacement reference

u ,v Cartesian displacement components

w basic grating pitch Orc
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I. INTRODUCTION

In-plane moire is a weld established full-field method for measuring the surface deformation
of a specimen or component.'- The method is generally restricted to flat surfaces, and requires
a grid of lines to be attached to the surface, thereby deforming with it, Apart from these restrictions.
the method is straightforward and versatile, and is being implemented at ARL as a general purpose
procedure for full-field strain analysis of specimens.

The sensitivity of the in-plane moire method is related to the frequency of the grid attached
to the specimen surface, and this can be varied from very coarse to very fine. Alternate methods.
such as holographic interferometry and photoelastic coating, do not have this flexibility. Holographic
interferometry is too sensitive for application to large deformation conditions, such as plasticity.
On the other hand, photoelastic coating is too insensitive to be useful in the elastic regime.
Furthermore. the in-plane moire method is readily adapted to the normal mechanical testing
environment. Holographic interferometry is generally restricted to the optics laboratory, with a
high level of vibration isolation.

A vast number of techniques for applying the in-plane moire method has been developed (see
Reference 3 for a comprehensive review). In the early stages, grid frequencies were restricted to
the order of 40 lines/mm to avoid grid diffraction effects. This rendered the method too insensitive
for engineering materials, and it was mainly applied to flexible model materials.' 2 Techniques
such as mismatch' and fringe shifting5 were devised to effectively increase sensitivity. How-
ever, the success of such techniques was limited. The next development was to apply coherent
optics techniques6. This allowed higher grid frequencies to be used. without adverse diffraction
effects. It also enabled optical processing, whereby the moire fringe density could be multiplied
by an integral factor, up to twenty. 7 The limit of this development has produced sensitivities
approaching those of holographic interferometry.8

Work has been progressing at ARL towards implementing the in-plane moire method. The
chosen technique consists of photographing a deformed specimen grid, producing a moire fringe
pattern from that photograph in a coherent optical processor, and automatically analysing that
fringe pattern using a TV camera interfaced with a co~uputer. At this stage the apparatus and
procedures for grid photography and optical processing have been developed and are described
in this report.

The optical processor has been designed to produce pure dual-beam interference moire fringes
of high contrast. The processor gives a fringe multiplication effect of two. So far, only coarse grids
have been used (40 lines/mm). Grid frequencies may be increased in the future as the system finds
wider application. However, extremely fine grids will not be required because the automatic analysis
system will acquire data at regular intervals between fringes, rather than just at fringe centrelines.
The system sensitivity will be limited more by the spatial resolution of the TV camera than by the
grid frequency.

A companion report to this one has been written9, describing in detail the techniques used
for grid application, grid photography, and optical processing to produce moire fringe patterns.
This report concentrates on the theory behind the optical processor and presents some quantitative
results obtained from specimens.
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2. BASIC MOIRE PRINCIPLE

A moire fringe pattern is formed when two similar gratings are superimposed. A grating
consists of a fine set of parallel lines or furrows on a surface. Obviously, at least one of the surfaces
must be transparent for the fringe pittern to be observable.

The moire fringes arise from any slight difference in pitch (line spacing) between the gratings,
or form any slight relative rotation of the gratings. These can be global effects, when one grating
has a slightly different nominal pitch to the other, or when one grating has a slight rigid body
rotation relative to the other. In such cases the moire fringes will be equally spaced parallel straight
lines. Alternatively, there can be local pitch differences or relative rotations between the gratings,
if one is nominally identical to the other but has suffered some distortion. In this case the moire
fringes form a contour pattern of the distortion, providing no global fringes are present.

This principle is utilised in the in-plane moire method. One grating is attached to the surface
of a specimen and deforms as the specimen surface deforms. The other grating remains undeformed
and serves as a reference. The moire fringes are contours of the in-plane displacement of the
specimen surface in the direction perpendicular to the reference grating lines. Normally, a grid of
orthogonal parallel lines is attached to the surface of the specimen, rather than a unidirectional
grating. This allows fringe patterns for two orthogonal in-plane displacement components to be
obtained separately, using two orientations of the reference grating.

3. MOIRE INTERFERENCE THEORY

The formation of moire fringes from superposed gratings can be explained, using geometric
optics principles, as a blockage or vernier effect.2

This explanation is valid for ronchi amplitude gratings (dark or opaque lines on a light or
transparent background) of low frequency (frequency = 1/pitch). However, for phase gratings
(regular furrows on the surface), or at high frequencies where diffraction becomes significant, moire
fringes are interpreted, using wave optics principles, as interference fringes between slightly non-
parallel coherent light beams.

Reference 10 is a comprehensive presentation of the interference theory of the formation of
moire fringes. A summary of that theory, with relevance to the ARL optical processor, is presented
here.

Consider a transparent grating of pitch w, illuminated normal to its surface by a collimated
beam of coherent monochromatic light of wavelength X. An interference pattern is generated by
the grating on its exit side, such that virtually all the transmitted light energy is confined in a series
of very narrow angular bands in orientations defined by:

sin - p  =0 ±,2 ...... (1)
w

The angular deviation Jp is in the direction normal to the grating rulings (lines or furrows).
There is no deviation in the direction parallel to the grating rulings (see Figure 1). This is classic
diffraction grating action, and a full presentation can be found in any standard physics text book
such as Reference 11.

Now consider two such gratings in series. The emergent beams from the first grating become
the incident beams for the second grating. Suppose the surfaces of the two gratings are parallel
and separated by a small air gap. Furthermore, suppose that the rulings of the two gratings make
a small angle 0 with each other and that their pitches are slightly different. Let the pitch of the first
grating be w and that of the second grating be w(l + e).

Consider the pth beam from the first grating. It will be broken up by the second grating
into a number of beams with angular deviations given by an equation similar to Equation 1. For
the qth of these beams, the angular deviation in the direction normal to the first gratings' rulings.
as derived in Appendix A, is given by:

sin pq = x{pe + (p + q cos 6)) {w(l + )j. (2)
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The intergrating angle 0 also causes a small deviation in the direction parallel to the first grating's
rulings, but this can be ignored for the purpose of this discussion.

If the two gratings' rulings had the same orientation and pitch (0 = a = 0). Equation 2 would
reduce to:

sin Opq = (p + q) / w. (3)

In this case, any emergent beams from the second grating with order sequences pq adding up to
the same value (p + q = r) will be parallel. Thus the emergent beams from the second grating can
be conveniently grouped into sets of parallel beams. These are called r-groups. When the two
gratings' rulings have slightly different orientations and pitches (8, e 4 0), the beams in an r-group
are no longer precisely parallel. However, their deviation from parallelism is small compared to
the angular deviation between groups, and the r-group concept is still valid.

The small angular separation between the member beams of an r-group produces interference
fringes - the moire fringes. An r-group contains member beams with order sequences like p, r - p.
Consider two member beams with order sequences pi , r - pi and p . r - P. It can be shown from
Equation 2 that the angular separation between these beams is directly proportional to pi - p.
The density of fringes from interfering beams is directly proportional to their angular separation.
Therefore, adjacent members in an r-group (pi - pi = 1) interfere to produce a fringe pattern with
some fundamental density, while more widely separated members, e.g. pi - pj = m, interfere to
produce a fringe pattern with m times that fundamental density. The relation between the fun-
damental fringe density and the grating parameters will be presented later.

For any r-group the nature of the moire fringe pattern depends on the relative phases and
amplitudes of the member beams. These in turn depend on the ruling characteristics of the two
gratings and the r-group under consideration. If an r-group contains a number of beams of even
intensity, multi-beam interference will result and the moire fringe pattern will take the form of
narrow primary maxima or minima with the fundamental spacing, and numerous indistinguishable
secondary maxima and minima between them. If an r-group contains two dominant beams with
order sequences pA . r - p, and pi , r - pi. the moire fringe pattern will have a sinusoidal intensity
distribution with fringe spacing 1/1pi - pj1 times the fundamental spacing. Thus, controlling the
dominant beams by suitably blazing the gratings is a means to achieve fringe multiplication. Also,
spatial filtering can be used to control the constituent beams of an r-group and hence the spacing
and intensity profile of the moire fringe pattern.

A geometric argument is presented in Reference 10 to show that, if the first grating is traversed
at an angle k to ite rulings, and the fractional location within the rulings of the first grating is
monitored with respect to the fractional location of the normal projection of tMe traverse point
within the rulings of the second grating, then conditions repeat at intervals given by:

s = w(l + e){( + * - cos 0) sin 4 + sin 0 cos 4 )-'. (4)

Conditions are constant in directions for which s is infinite. i.e. = E_ with E_ given by:

(1 + c- cos 0) sin f + sin Gcos = 0,
from which (5)

tan F_ = - sin 0/(l + f - cos 0) .

The repeat interval in the direction normal to E_ is found by substituting = _ ± ir/2 into
Equation 4. This results in:

s=w( + ) [e2 + 2(l - a)(l - cos O)1 t . (6)

Directions in which relative conditions between the gratings are constant are also directions in
which emergent light intensity will be constant. Therefore Equation 5 defines the orientation of
the moire fringes. The repeat interval normal to this direction defines the minimlim distance to
be traversed before the emergent fight intensity returns to its current value. This is the fundamental
moire fringe spacing and it is given by Equation 6. The fundamental fringe density is l/s.
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It has been shown in the preceding paragraph that the direction and spacing of the moire
fringes can be related to the expansion and rotation of one grating relative to the other. However,
a more useful interpretation of moire fringes can be made. The second grating, which is expanded
and rotated relative to the first, can be considered to have initially been identical to the first grating.
and then deformed. If relative conditions between the two gratings repeat, then the second grating
must have moved in the direction normal to the rulings of the first grating by one pitch of the first
grating during the repeat interval (see Figure 2). The moire fringes can then be interpreted as
contours of displacement of a deformed grating relative ore frne grating in the direction
normal to the reference grating rulings. The displacement interval bctween fringes with the fun-
damental spacing is equal to the pitch of the reference grating.

So far, consideration has been confined to the case of the second grating being uniformly
,:xpanded and rotated relative to the first. However. the arguments are equally valid in the non-
uniform case when applied to a small area of the second grating in which conditions may be taken
as uniform. Therefore Equations 4 to 6 have local validity in the non-uniform case as well as global
validity in the uniform case. Also, the interpretation of moire fringes as displacement contours is
valid for the non-uniform case. Continuity of displacement ensures smooth continuity of the moire
fringes in the non-uniform case, despite changes in fringe orientation and spacing.

The orientation and fundamental spacing of the fringes, has been defined and qualitative
examination of intensity distributions in relation to r-group constituents has been made. However.
the location of the fringes has not been defined. Normally the location of the fringe pattern does
not matter. Without it the pattern has no zero reference, but relative displacement and strain data
can be obtained. Nonetheless, it is useful to consider the factors affecting fringe pattern location.
The fringe pattern could be located if the transmitted light intensity could he defined at any
particular point. However, the intensity definition at any particular point is currently an unsolvable
problem. It is influenced by such parameters as the ruling characteristics of the gratings, the
r-group under consideration, the gap between the gratings, and the location of the first ruling of
one grating relative to that of the other. The latter two of these parameters are of interest. Changing
the relative locations of the first rulings of the gratings provides a means to globally shift the fringe
pattern. This technique will be used in future as part of a calibration procedure for automatic fringe
analysis. A movement of one grating pitch of the retrrence grating will reproduce the initial fringe
pattern. The intergrating gap effect is of interest because of its possible detrimental influence on
the fringe pattern. If the gratings are flat and parallel, changing the gap only causes global shifting
of the fringe pattern. However, if the gratings are not precisely flat and parallel, local zero shifts
of the fringe pattern will be present. This would appear as distortions of the fringe pattern aind
degrade the accuracy of the fringes as a measure of in-plane displacement. This point will be
discussed later in relation to the ARL optical processor.

4. THE ARL TECHNIQUE

A brief description of the ARL in-plane moire technique is given here. For a more detailed
description see Reference 9.

The first step is to apply a grid of lines to the surface of the specimen. The surface is first
polished and then coated with photoresist (a photographic emulsion). The photoresist coating is
applied by either a spinning or a spray technique. All grids and gratings used in the ARL technique
are of ronchi type with dark or opaque lines on a light or transparent background, and unit line
width to space ratio. A master grid is placed against the coated specimen surface and the photoresist
is exposed by a mercury arc lamp. The photoresist is then developed.

The next step is to photograph the specimen grid after it has been deformed. In ARL tests
the deformed state of the specimen occurs from such processes as cold working, particularly around
a bolt hole, or holding the specimen under load in a testing machine. For photography, the deformed
specimen surface is illuminated by short duration, high power flashlights, so specimen vibration
is not a problem. A De Vere plate camera is used, fitted with a Schneider symmar lens. The camera
is set up to give accurate one-to-one photography of the specimen surface using Kodak Technical
Pan film.

The photograph of the deformed specimen grid is then placed in the optical processor to
produce a moire fringe pattern. The optical processor is described in the next section. The fringe
pattern is photographed with a 35 mm camera. In the future the fringe pattern will be captured
by a TV camera for automatic fringe analysis.
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S. OPMIAL PROCESSN4G

Figure 3 is % schematic diagram of the ARL moire optical processor. It is based on a hybrid
image processor developed by CSIRO. 12 A full description of the optical components of the
processor is given in Reference 9.

A collimated monochromatic light beam (X = 546 nm) is produced from a mercury arc lamp
by passing its output through a narrow band filter, a spatial filter and a collimator. The beam then
passes through the specimen grid photograph which is located at the front focal plane of a Fourier
transform lens. In the back focal plane of the Fourier transform lens the image from the specimen
grid is spatially filtered. The light transmitted by the filter then passes through a second Fourier
transform lens which creates a filtered image of the specimen grid in its back focal plane. The
reference grating is also located in this plane and the moire fringe pattern is generated there. The
transmitted light from the reference grating is focused and spatially filtered before final photography
of the moire fringe pattern.

The specimen grid photograph acts as a diffraction grating in two directions. The discrete
beams formed by the specimen grid photograph are focused by the Fourier transform lens as a
two-dimensional array of spots in its back focal plane. Figure 4 is a schematic diagram of the array
of spots, while Figure 5 is a photograph of the array from a typical specimen grid photograph. The
general halo of light in Figure 5 results from back reflections from uncoated lens surfaces. The
focused array of spots produced by a grating can be interpreted 13 as a Fourier transform of the
grating transmission. The Fourier transform of a ronchi grid with unit line width to space ratio has
no even orders. i.e. the ossible orders are p = 0. ± I , ± 3 . . . in two dimensions. This is
demonstrated in Figures 4 and 5. The spatial filter in the transform plane allows only the ± I order
spots in the vertical or horizontal direction to pass through. Referring to Figure 4, spots - 1, 0 and
+ 1, 0 are transmitted by the spatial filter in order to obtain a fringe pattern for the horizontal
displacement component. Because the transmitted spots have no vertical separation, the horizontal
lines of the specimen grid photograph are eliminated by the filtering."5 The image created by
the second Fourier transform lens is then a grating with vertical rulings. The reference grating is
also oriented with its rulings vertical. Conversely, in order to obtain a fringe pattern for the vertical
displacement component, spots 0, - 1 and 0, + I of Figure 4 are transmitted by the spatial filter,
and the reference grating is oriented with its rulings horizontal.

The ± I order beams from the specimen grid photograph each divide into a further number
of beams upon transmission through the reference grating. The reference grating is ronchi type
with the same frequency as the specimen grid photograph. The order sequences of the member
beams of the resulting r-groups are given in Table 1. No odd r-groups are present except for
r = - 1. These two groups each contain only one beam, and so no moire fringes. The r-groups
are brought to a focus behind the reference grating where a spatial filter allows only the group r =
0 to pass. This group contains two beams with order sequences + I , - I and - I , + 1. The optical
processor has a fringe multiplication effect of two, because the difference in order between the
+ I and - I beams filtered from the specimen grid photograph is 2.

The moire optical processor has a number of good features. Because of symmetry, the two
beams in the r = 0 group are of equal intensity and interfere to produce maximum contrast fringes
with a sinusoidal intensity profile. This is a requirement for automatic fringe analysis. The Fourier
filtering and imaging section of the processor (see Figure 3) superimposes a filtered image of the
specimen grid photograph on the reference grating, so there is effectively little or no gap between
the gratings. However, any detrimental effect of a gap between the gratings (see Section 3) is
eliminated by the overall symmetry of the processor. In Reference 14 it is shown that the moire
fringe pattern is insensitive to the intergrating gap when the angle of incidence to the first grating
equals the deviation angle of the r-group under consideration from the second grating - the
condition of minimum deviation.10 The normal incidence and observation angles of the ARL
processor satisfy this condition. Finally, the section of the processor comprising the specimen grid
photograph, the Fourier transform lenses and the reference grating, forms a telecentric arrange-
ment. 15 A feature of such an arrangement is that it produces an image of the specimen grid
photograph on the reference grating with unit magnification,.s insensitive to precise location
of the specimen grid photograph.

6
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6 TEST SPECIMENS

The ARL in-plane moire technique has been demonstrated on two specimen types. The
first was a J-integral specimen and the second was a cold-worked bolt hole specimen. One of each
specimen type was tested.

Figure 6 shows the geometry of the J-integral specimen. It was made of 7010-17.3651 aluminium
alloy. A fatigue crack was grown in the specimen at the base of the notch to an overall length of
25.16 mm by cyclic tensile loading through the bolt holes. A grid of lines of frequency 40 lines/mm
was then applied to one face of the specimen around the notch and crack.

The geometry of the cold-worked bolt hole specimen is shown in Figure 7. It was made of
2024-T4 aluminium alloy. Grids of lines of frequency 20 lines/mm were applied to the front and
back faces of the specimen around the central hole.

7. TEST RESULTS

7.1 The J-integral specimen

A Hounsfield Tensometer was used to apply tensile load to the J-integral specimen through
the bolt holes. Load was increased monotonically to 3.17 kN and then released. Photographs of
the gridded surface of the specimen were taken at load levels 0, 1.06 kN, 2.11 kN, 3.17 kN, 0. The
moire fringe patterns obtained from those photographs are shown in Figures 8, 9. 10, 11 and 12.

7.2 The cold-worked bolt hole specimen

This specimen was gripped in an MTS servo-hydraulic mechanical testing machine for cold
working in situ followed by tensile loading. The Fatigue Technology Incorporated split-sleeve
process was used to cold work the central hole in the specimen. The proces involved a maximum
interfertunce level of 4.2% before the mandrel was withdrawn. A hand screwed device was used
to draw the mandrel through the split-sleeve lined hole in the specimen. This allowed photographs
to be taken of the grid on the front face of the specimen at intermediate stages of the cold working
process. Figure 13 shows the fringe patterns obtained from the photograph of the specimen when
the mandrel was at the stage of producing maximum expansion of the hole. In Figure 13, and in
all subsequent photographs of the cold-worked bolt hole specimen in this report, the long axis of
the specimen is oriented vertically as it was in the actual test. The split in the cold working sleeve
was located at the top of the hole in the figures. The missing segment of the fringe patterns in
Figure 13 was caused by the shadow of the protruding mandrel from the oblique lighting. Figures
14 and 15 show the fringe patterns from the front and back faces of the specimen respectively at
the completion of cold working when the mandrel and split sleeve had been removed from the
hole. Photography of the back face of the specimen was performed by rotating the specimen while
still gripped in the testing machine. Such roti :on was enabled by the circular screwed ends of the
grips, and the overall symmetry of the specimen and the grips ensured that the positions of the
front and back faces were precisely interchanged upon rotation. The circular abrasion marks on
the back face of the specimen evident in Figure 15 were caumed by the cold working device. Figures
16 and 17 show the fringe patterns from the front and back faces of the specimen respectively when
a tensile load of 47.8 kN was applied to it subsequent to the cold working. The fritage patterns after
the tensile load was removed are shown in Figures 18 and 19 for the front and back faces of the
specimen respectively.

7
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S. ANALYSIS OF RESULTS

The in-plane moire technique described in this report uses only P coarse grid on the specimen
and relies on the fringe interpolation capability of the proposed automatic fringe analysis system
to achieve measurement sensitivity. Until that analysis syFtem is functional, only crude manual
processing using the fringe centreline contours could be done. In view of the coarseness of the
grids, it is not considered worthwhile to perform such a manual analysis on the fringe data presented
in this report. Instead. the fringe data will be superficia.ly compared to independent theoretical
and experimental data.

8.1 The i-Integral spechen

A finite element (FE) analysis of the J-integral specimen of this report was presented in
Reference 16. The mesh used in that analysis is shown in Figure 20. Quarter-point isoparametric
elements were used around the crack tip and, the analysis was linear elastic. Displacement contours
havc been obtained from output of the Referenev 16 analysis. and are shown in Figures 21 and 22
for the horizontal and vertical displacement components respectively. These displacement contours
are for a load of 3.17 kN and so are directly comparable to the fringe patterns of Figure I1. Only
the contours in the notch root and cra,-k rer on are shown in Figures 21 and 22 but this region of
the mesh corresponds closely with the region to the left of the crack in the photographs of Figure
11. Comparison of Figure 21 with Figure 1 l(a) shows reasonable agreement between the horizontal
displacement contours and the corresponding moire fringe pattern. The fringes/contours are of
similar shape and orientation although the moire pattern seems to have a slightly higher fringe
density. This discrepancy is attributable to the lack of symmetry in the moire fringe pattern of
Figure I I(a) and the initial zero load fringe pattern of Figure 8(a). Neither problem is serious. The
lack of symmetry is a result of slight rotational mismatch between the specimen and reference
gratings and will be eliminated in future by better experimental technique. An initial fringe pattern
can be subtracted from a final fringe pattern when the automatic fringe analysis method is imple-
mented. The agreement between the vertical displacement contour pattern of Figure 22 and the
corresponding moire fringe pattern of Figure I l(b) is better. This time the fringe pattern is sym-
metric, but again the zero load fringe pattern of Figure 8(b) has caused a slightly higher fringe
density than the contours. The fringe adjacent to the crack in Figure 11(b) is of interest. It is
distorted at the crack tip which is not reflected in the correspondin; contour of Figure 22. It is
likely that the distortion results fron plasticity at the crack tip and the linear elastic FE analysis
could not represent that zone adequately.

8.2 Th cold-worked bolt bole specimns

In Reference 17 some strain gauge data are presented from a cold-worked bolt hole
specimen. Those data are reproduced in Figitre 23. The specimen used in Reference 17 was
approximately double the size of the specimen of this report, but other parameters, such as shape,
material, and maximum cold work interference level, were quite similar. These parameters are
compared in Table 2.

The radial strain data in Figure 23 have been graphically integrated to obtain radial dispace-
ment, up, for the two cases of mandrel giving maximum expansion and after cold working.

r

r.

r/aupa =uda I ft , d (r/a)

where e, is the radial strain,

r is the radial distance from the hole centre,

and a is the hole radius.
8



The cold working process in Reference 17 is axisymmetric in the vicinity of the hole and so a, and
u are independent of angular location. 0. and tangential displacement v, is zero everywhere. The
data in Figure 23 lie between r/a = 1.125 and r/a = 2.25. The radial displacement data relative to
u = u,, at rja = 1.125 are then as given in Tables 3 and 4. Empirical functions have been fitted
through those data f the form:

r/a -f (ul/a - uja)

A transformation to cartesian coordinates was effected as:

uda = (u/a) cos 0

vda = (upIa) sin 0

Contour points (r/a, 0) of uia and v,/a can be established by selecting a countour level and then
selecting a range of values for 0. For each contour level and 0 value, a value can be calculated for
u1 /a, and in turn a value for r/a. If 1. 125 s r/a 5 2.25. the contour point falls within the data range
and is acceptable.

The contour interval of the moire fringe patterns of Figures 13 and 14 is 0.025 mm. Referring
to Figures 13(a) and 14(a) for the horizontal displacement component. the fringes starting at the
bottom of the hole can be taken as zero order. Then a fringe from the left side of the hole can be
used to set the radial displacement reference uda. This is done by selecting a fringe and determining
its order by fringe counting from the zero order fringe. The radial displacement up of this fringe
is then the fringe order multiplied by the contour interval. The normalised radial location r/a of
the fringe gives the relative displacement upla - uja by interpolating data in Table 3 or 4. Then
u/a is found by subtracting u./a - u,,/a from up/a. The values so obtained for u/a are 0.0273 and
0.0205 for the cases of maximum expansion and after cold working respectively.

Using the above procedure, normalised displacement contours were established with a
normalised contour interval of 0.025/4.185 = 0.005974 to correspond with the moire fringe patterns.
The contour plots are shown in Figure 24 for the case of the mandrel giving maximum expansion
and in Figure 25 for the case of after cold working. The plots in Figures 24 and 25 have been made
round only half the hole circumference. Symmetric contours would apply to the other half. The
contour have been truncated at the limiting r/a values of the data in Figure 23. The contours in
Figures 24 and 25 are directly comparable to the fringes around the lower half ui the hole in Figures
13 and 14 respectively. It is not appropriate to compare tie contour plots to the fringe patterns
round the upper half of the hole because the split in the sleeve of the cold working procedure used
for this report causes a severe local distortion of the fringes.

Correspondence between the contour plots of Figures 24 and 25 and the moire fringe patterns
of Figures 13 and 14 is very good. Any slight differences may be attributable to the different cold-
working procedure, the slightly lower yield stress and the slightly higher cold work interference
levt: of the specimen in Reference 16 (see Table 2).

It is of interest to compare tht. fringe patterns of Figures 14 and 15 before loading with those
of Figures 18 and 19 after loading. Qualitative inspection shows no discernible difference between
Figures 14 and 15 and Figures 18 and 19 respectively. Yet, d'- inter-ening loading to 47.8 kN (see
Figures 16 and 17) was sufficient to cause yielding around the hole if it had not been cold worked.
Using a stress concentration factor of 3.0, an elastic analysis of the -pecimen with no residual
stiesses gives a maximum stress at the side of the hole of 635.6 MPa at 47.8 kN. This is well in
excess of the yield stress of 380 MPa (see Table 2). Obviously, the residual compressive stre-ses
from cold working the hole offset the elastic tensile stress concentration sufficiently to prevent
yielding. This is a~graphic demonstration of the benefit of cold working.
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9. CONCLUSION

The theory and operation of the ARL moire optical processor have been presented in this
report. Results obtained from two test specimens have also been presented. The fringe pattens in
Figures 8 to 19 demonstrate that the ARL moire processor can produce good quality, high contrast
fringes. With on-going refinement of experimental apparatus and techniques, such fringe patterns
should be well suited to automatic data processing. The validity of the moire fringes as specimen
displacement contours has been verified by comparing them to independently obtained displacement
contours. The benefit of cold working bolt holes in offsetting the effect of elastic tensile stress
concentration was clearly demonstrated by the fringe patterns of the report.
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i Table I

The low order r-greap rom te ARL moIre opc proceseor

r-group Order sequences of member beams

4 +1, +3 -1. +5
3
2 +1, +1 -1. +3
1 +1,0
0 +,-I-, +

-I -1.0
-2 +1,-3 -1,-1
-3
-4 +1,-5 -,-3

Table 2

Comparison of cold-worked bolt hole spedumen

Reference 16 Specimen ofspecimen this report

Hole diameter (mm) 16 8.37
Width (mm) 80 445

Thickness (mm) 10 5.07
Width/hole diameter 5.0 5.3

Thickness/hole diameter 0.63 0.61
Material 2024 2024-T4

Yield stress (MPa) 350 380
Cold work interference level 4.5% 4.2%

Table 3

Rad disoament with mandrel iving maimum exnsom

na, 1.125 1.25 1.375 1.5 1.625
upa, 0 -0.0043 -0.0074 -0.0099 -0.0119

fla1  1.75 1.875 2.0 2.125 2.25
u a -0.0i36 -0.0149 -0.0159 .0.0166 -0.0172

Table 4

Radia displaeement after cold working

r/a1 1.125 1.25 1.375 1.5 1.625
up/a, 0 -0.0037 -0.0063 -0.0083 -0.0098

r/a, 1.75 1,875 2.0 2,125 2.25
Vyal -0.0110 -0.0119 -0.0126 -0.0130 -0.0133

1*



APPENDIX A

Besns Deflecdmisnrn Two Gr&Uing n Series

The action of two gratings in series on a transmitted beam of light is shown in Figure AI
by tracing the path of one ray from one beam order sequence. The surfaces of the two gratings
are parallel, with gap g. The rulings of the second grating make an angle 0 with those of the first
grating. Coordinate systems set up in the two gratings have the X axis in the plane of the grating,
normal to the rulings, the Y axis parallel to the rulings and the Z axis normal to the plane of the
grating.

0

9

FIG AI: RAY DEFLECTIONS FROM GRATINGS IN SERIES

~Figure A2 shows the relative orientations of the coordinate systems of the two gratings.

x,

X. ZZ

FIG A2: GRATING COORDINATE SYSTEMS

Figure.A2,shows the relative orientations of the coordinatesystem of th tw gratngs



If we consider unit vectors i. j, k in the grating coordinate systems, the relation between the systems
can be expressed as:

i2 = if cos O- j, sin ,
j 2 = if sin 0 + j, cos (AI)
k 2= k ,

and if i 2 cw a + j2 sin ,
j,= - i2 sin + j 2c6 , -(A2)
k, k2.

A collimated beam of light normal to the first grating has rays which can be represented as vectors
-k,. The deviation suffered by the pth order beam from the first grating. in the direction normal

to the rulings of the first grating is an angle Op. This is given by the classical diffraction grating
formula as:

pA
sin Op = PX (A3)

w

where X is the wavelength of the light and w is the ruling pitch of the first grating. A ray in the
pth order beam transmitted by the first grating will have the vector representation if sin Op - k,
cos ft. Using Equations A2 this representation can be transformed to cos 0 sin A., i2 + sin 0 O3p

j2 - cos Op k2 relative to the reference frame of the second grating. The deviation suffered by the
qth beam from this light beam vector on transmission through the second grating is slightly more
complex than that given by Equation A3. The more general form of the grating equation (A3) is
given in Reference 10 as:

sin z, = sin aci
(A4)

sin ft, = sin O, + -
w

where -, and -, are the incidence and transmission angles relative to the principal plane of the
grating (the XZ plane in our reference system), and 3i and 0, are the incidence and transmission
angles relative to the secondary plane of the grating (the YZ plane in our reference system). Angles
-i and Pi are readily obtained from the components of the incident light vector as:

sin oc, = sin 0 sin N ,
(A)

sin O, = cos 0 sin p.



I Now. in substituting into Equations A4. the grating pitch w(l + e) will be used instead of w. to
give a small pitch difference between the first and second gratings. We get:

sin o,= sin 0sin. .3A6

sin13,= cos 0sin O +,
W(l +)

Angles oc, and define the transmission vector from the second grating. That vector takes the
form:

t =ssnji +sin CIjz-fk2  (A7)
where

using the transformation equations (Al). f is represented in the reference frame of the fitrst sratil'!
as:

t = sinol,(i 1 cos6-j1 sinS) + sin w,(i 1 sinO + j~cosS)-fk1

=(sin 13 cos S + sin -, sin S)i1 + (sin -, cos 0- sin %~ sin 0) j, - f k, (A8)

From the transmission vector of Equation A8, the transmission angle =, and Opq relative to the
principle and secondary planes respectively (X1Z1 and YZ,) of the first grating are given by:

sin mp = sin ,cos S - sin ~,sin 8
(A9)

sin 0,= sin sinS0 + .un cos S

Substituting for o=, and 13, from Equations A6 into Equations A9 gives:

Fsn Msin P qX csn . (Al)
w(l + a)

Substituting for Op from Equation A3 into Equation All gives:

sin 3 -+ cosSI .
w w( + e)

(A12)
X ?(pe + (p + q -o 0)}1/(w(l + a))

Equations AIO and A12 give the deflections of a beam with order sequence p~q after transmission

through two parallel gratings in series. Thle beam was incident normally to the first grating.
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FIG 1: DIFFRACTION GRATING ACTION

7
Deformed 4 '5 Reference

grgratingrulings 4 grating
2 J . _ 3 rulings

Fringe 1 Fringe 0

Relative conditions between the gratings are identical along fringes 0 and 1.

Points of the deformed grating along fringe I have moved normal to the reference grating
rulings by one pitch of the reference grating, relative to points along fringe 0.

FIG 2: MOIRE FRINGE INTERPRETATION
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FIG 3: MOIRE OPTICAL PROCESSOR
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FIG 4: PICTORIAL NEGATIVE OF RONCHI GRID TRANSFORM

FIG 5: TYPICAL SPECIMEN GRID TRANSFORM
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I cold working I1
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741.3 415 .~~~0 7 j __________

All dimensions in millimetres

FIG 7: THE COLD-WORKED BOLT HOLE SPECIMEN
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(a) Horizontal displacement

(b) Vertical displacement

FIG 8: J-INTEGRAL SPECIMEN CRACK REGION BEFORE LOADING



(a) Horizontal displacement

(b) Vertical displacement

FIG 9: J-INTEGRAL SPECIMEN CRACK REGION AT 1.06 kN
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- - ensie load

(a) Horizontal displacement

ii " '"TensililoadA, --

(b) Vertical displacement

FIG 10: J-INTEGRAL SPECIMEN CRACK REGION AT 2.11 kN



Tensile load

(a) Horizontal displacement

(b) Vertical displacement

FIG 11: J-INTEGRAL SPECIMEN CRACK REGION AT 3.17 kN
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(a) Horizontal displacement

(b) Vertical displacement

FIG 12: J-INTEGRAL SPECIMEN CRACK REGION AFTER LOADING.
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(a) Horizontal displacement

(b) Vertical displacement

FIG 13: COLD-WORKED BOLT HOLE SPECIMEN FRONT FACE AT MAXIMUM
EXPANSION
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(a) Horizontal displacement

(b) Vertical displacement

FIG 14: COLD-WORKED BOLT HOLE SPECIMEN FRONT FACE AFTER COLD WORKING



(a) Horizontal displacement

(b) Vertical displacement

FIG 15: COLD-WORKED BOLT HOLE SPECIMEN BACK FACE AFTER COLD WORKING

a



(a) Horizontal displacement

(b) Vertical displacement

FIG 16: COLD-WORKED BOLT HOLE SPECIMEN FRONT FACE AT 47.8 kN AFTER
COLD WORKING
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(a) Horizontal displacement

(b) Vertical displacement

FIG 17: COLD-WORKED BOLT HOLE SPECIMEN BACK FACE AT 47.8 kN AFTER COLD
WORKING



(a) Horizontal displacement

(b) Vertical displacement

FIG 18: COLD-WORKED BOLT HOLE SPECIMEN FRONT FACE AFTER COLD WORKING
AND LOADING



(al Horizntal displacement

(b) Vertical displacement

FIG 19: COLD-WORKED BOLT HOLE SPECIMEN BACK FACE AFTER COLD WORKING
AND LOADING



Uncracked

________ - - supported)

FIG 20: J-INTEGRAL SPECIMEN FE MESH



t
Notch

A Uncracked

(simply
supported)

Boundary of corresponding
fringe photograph, Fig 11 (a)

FIG.21: HORIZONTAL DISPLACEMENT CONTOURS -CRACK REGION OF J-INTEGRAL
SPECIMEN AT 3.17 kN



it ~ \ Notch

* A Crack

- Urioracked
______________region

(simply
supported)

Boundary of corresponding
fringe photograph, Fig 11 (b)

FIG, 22: VERTICAL DISPLACEMENT CONTOURS - CRACK REGION OF i-INTEGRAL
SPECIMEN AT 3.17 kN



10 -3 m/m

x Radial strain (compressive)

* Tangential strain (tensile)

- Mandrel giving max. expansion

.c ----- After cold working

30-1
IX

M X
"i 20-

1\

\ % \
,- \ ' \ \

N0- 
Size of plastic zone

*'N. \ XI

16 mm , . o
Dia
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Distance from hole edge

FIG 23: STRAINS FROM COLD WORKING



(a) Horizontal displacemern

(b) Vertical displacement

FIG 24: DISPLACEMENT CONTOURS AT MAXIMUM EXPANSION FROM COLD
WORKING



(a) Horizontal displacement

"I--I

(b) Vertical displacement

FIG 25: DISPLACEMENT CONTOURS AFTER COLD WORKING
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